up to

IDEAL 8343

10.000
sheets*

Convenient A3 folding machine with
automatic fold position setting

single fold

letter fold

zigzag fold gate fold

Technical data
A6-A3

Paper weights

45-160 g/m² *

Folding speed

up to 10000 sheets/hour **

Dimensions

520 x 870 x 530 mm (HxWx D)
(operation size)

Power supply
230 V / 50 Hz
(other voltages available)

*

34 kg

up to 230 g/m with single fold ** with single fold
2

double parallel fold out

Product characteristics

Paper sizes

Weight

per hour

Six push buttons for the automatic setting of the different fold types (the folding
positions are set electrically). Automatic paper size recognition for six paper formats
(A3, B4, A4, B5, A5, B6). Memory function for 36 automatic fold positions that are
retrievable at the touch of a button. Folding speed adjustment between 3,300 and
10,000 sheets per hour (with single fold A4). Fold-away feeding table with up to 500
sheets stacking capacity, two adjustable side gauges and paper feed angle adjustment. Two additional, magnetic side gauges with tension rollers for large paper
formats. Automatic three-roller friction paper feed system. Stream delivery paper
ejection system conveyed by belts and three manually selectable ejection roller
positions. Four digit addition/subtraction digital counter with LED display. Automatic
power cut-off if top cover is opened. Automatic stop with audible signal when folding
job is completed. Jam and error detection with optical indication on display and
audible signal. Non operation size (H x W x D): 520 x 660 x 530 mm, Colour: light grey
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IDEAL 8343
Features

PUSH BUTTONS FOR FOLD TYPES

EASY OPERATION

PAPER EJECTION

Automatic fold position setting on the pockets for
six popular fold configurations via push buttons
and electric motor.

Simple controls for pre-setting of six fold types
and four digit addition/subtraction digital counter
with LED display.

Stream delivery paper ejection system with
conveyor belt and adjustable ejection roller.

This folding machine has been manufactured according to our quality specifications in Japan.
The technical data are approximate. Subject to change. 06/2016

